Highland 



Highland Overhead Projector 

For Small Meeting Rooms 

HL1610 

The HighlancT Overhead Projector HL 1610 is the perfect, economical, energy efficient and lightweight projector designed for small meeting 
spaces and small budgets. The Highland HL 1610 gives you clear sharp images, a multi- range fixed focus which allows you to move the over- 
head up to three feet without refocusing, and a whisper-quiet fan that won't distract your audience from the presentation. The Highland 1610 
offers convenient built-in carry grips for easy transport - no more broken straps or handles. UL/cUL approved. 



KEY FEATURES 

Ultra quiet fan (<37dB typical) doesn't distract from your presentation 

Uses approximately 50% less energy when compared to a standard 
360 watt EYB lamp projector 

Open lens designed for easy cleaning 

Polymer arm assembly is tough, yet lightweight 

Easy on/off switch right at your fingertips 

Multi- range fixed focus stays focused between use 

2250 lumens enhance your visuals and give you clear sharp 
images at 4 feet 

Cool stage keeps transparency film from curling 

Wide-angle lens delivers beautiful images, even when the projector 

is close to the wall 

Compact for easy transport 

Two-year warranty 

Assembled in the U.S.A. 



Distance 
to Screen 


4'-0" 


5'-0" 


6'-0" 


Image Size 


40" x 40" 


50" x 50" 


60" x 60" 


Effective 
Brightness 


2250 lumens 


1440 lumens 


1000 lumens 




TECHNICAL 
SPECIFICATIONS 



Optical Performance 

• Head: open, singlet, 

(one element) wide angle; 
focal length: 293 mm (11.5") 

• Design: Transmissive optical system 

• Stage aperture: 250 mm x 250 mm 
(10" x 10") 

• Stage temperature: 40 °C 
Lamp Description 

• Lamp ejector: No 

• Internal lamp changer: No 
(1 lamp included) 

• Type: FCS 

• Life: 50 hours 

• Voltage: 24 volts 

• Watts: 150 watts 
Physical Characteristics 

• Width: 317.50 mm (12.5") 

• Depth: 330.20 mm (13") 

• Height: 254 mm (10") 

• Weight: 5 kg (11 lbs) 



Electrical Requirements 

• Voltage rating: 120VAC, 60 Hz 

• Power cord length: 3.05 m (10') 

• Agency approval: UL/cUL 
Mechanical 

• Lamp interrupt switch: Shuts off power 
to the lamp when top access cover 

is removed. 

• Thermal protection circuit: Cuts power 
to the lamp if the projector exceeds 
safe operating temperature. 

Order Number 
78-9236-6504-2 

Specifications subject to change. 



10% 

TOTAL RECOVERED FIBER 
ALL POST-CONSUMER FIBER 



Litho in U.S.A. © 3M IPC 2000 
78-6970-8427-1 




Easy as one, two, three. 




1 Remove post, head ^ Two easy grip ^ Attach the remove- 
and power cord. £ wing nuts make 3 able power cord and 

assembly a snap. your ready to go. 



High Ian 



